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ANS. C
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ANS. C

1766.

ANS. C

You

operations you should
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of the bottom you should
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LI FTBOAT QUESTI ONS (enter in BOX 4)

are operating a lift boat. Before starting jacking

put the crane in a vertical position
cl ose the wheel house doors

have all personnel don life jackets
put a watch in the engi ne room

are operating a lift boat. Wen beginning to jack down
shoul d

jack down one leg at a tine

jack up first, then down

undog doors to the engi ne room
assenbl e all personnel on the main deck

are operating a lift boat. Wen jacking down and free

raise one leg at a tine

not be concerned about any I|i st
raise all |egs simltaneously
have t he crane standi ng upri ght

are operating a lift boat. Wuen jacking down and a | eg

beconmes stuck on the bottom you should

A

B
C
D

You
you
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raise the free legs all the way

use the engines to rotate about the leg that is stuck
jack the barge down part way to pull the leg free
subnerge the barge conpletely to give added pul

are operating a lift boat. |In preparation for jacking
shoul d

make sure wal kway i s hangi ng over the bow

make sure that all boats al ongside are securely fast
check that all equi pnment on deck is secured

have all personnel remain in their quarters



1758.

ANS. D

1760.

ANS. A

1761.

ANS. B

1764.

ANS. A

1765.

ANS. D

A flooded leg on a lift boat woul d adversely affect the
vessel's stability underway by

i ncreasing the righting noment

decreasing the vessel's displ acenent

i ncreasing the reserve buoyancy

shifting the CG (center of gravity) off center

O0w>

After jacking down your lift boat you have an unexpected
list. You find that the only cause of this list nust be a
flooded | eg. Your next course of action should be to

A. jack the vessel back up to a safe height

B. proceed on to your next destination since the list is
uni nmpor t ant

C. punp out all ballast to gain reserve bouyancy

D. notify the U S. Coast Guard

After jacking down your lift boat you have an unexpected
list. You find that the only cause of this list nust be a
flooded leg. The list caused by a flooded | eg neans your
vessel has a(n)

negative GM (netacentric height)

decrease in the GZ (righting arm

increase in the waterplane and the netacentric height
| ess chance of deck edge i nmersion

OO0 w>

After jacking down your lift boat you have an unexpected
list. You find that the only cause of this list nust be a
flooded leg. Raising the flooded |eg further would
adversely affect the boats stability by

A. raising the KG and increasing the draft which may put you
in an unsafe operating condition

B. increaing GM and causing a fast rol

C. increasing the righting armon the high side

D. causing the vessel to yaw when underway

After jacking down your lift boat you have an unexpected
list. You find that the only cause of this list nust be a
flooded |l eg. To keep adequate stability you shoul d

A.  get underway with the flooded | eg ONLY half raised to reduce

KG
B. proceed with all legs half raised to | ower KG
C. punmp out all ballast to increase reserve bouyancy
D.

jack back up and ball ast the vessel's high side as necessary



